Mikrospinac, dlouha paka s rolkou MS\ 1703

Funkce kontakta

Slozeni objednaciho kédu

MS\1703

Popis vyrobku

- Virous of actuators, action position is adjustable

High switch on and off capacity(15A)
High accuracy

-+ Wide range of operation speed
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Parametry
Noninductive Load (A) Inductive Load (A) Inrush
Rated Resistance Lamp Load Inductive Motor Load Current
voltage Load Load
NC NO NC NO NC NO NC NO NC NO
125VAC 15 3 15 15 5 25
250VAC 15 2.5 1.25 15 3 1.5
500VAC 3 15 0.75 2.5 1.5 0.75
8VDC 15 3 15 15 5 25 max max
14VDC 15 3 1.5 10 5 25 30 15
30vVDC 6(2) 3 1.5 5 5 25
125VDC 04 04 04 0.05 0.05 0.05
250VDC 0.2 0.2 0.2 0.03 0.03 0.03
Technické parametry
Maximalni pocatecnf sila 100 g
Minimalni uvolriovaci sila 229
Maximalni pocatec¢ni pojezd 7,1 mm
MinimaIni horni posun 4 mm
Maximalni diferencialni posun 1,02 mm
Maximalni volnd pozice 36,5 mm
Pracovni poloha 30,2+0,8

Vice na strankach www.spamel.cz

1-4-2020



MIKRO SPINACE

Technické data
Teplota prostredi

Standardni pouziti: -25 ... + 80 ° C (bez ledu)
Utésnéno:-15 ... + 80 ° C (bez ndmrazy)

Odpor izolace

min. 100 MQ (pfi 500 VDC)

Typ zatizeni Max. 15 mQ (pocétecni hodnota)
Rychlost pfipojent 0,0Tmm-1m/s
Frekvence Mechanické: 240 sepnuti / min. Elektrické: 20 sepnuti / min

Odolnost proti narazm

Mechanicka trvanlivost: 1 000 m / s2 (pfiblizné 100 G)
Provozni porucha: 300 m / s2 (cca 30G)

Odolnost proti vibracim

10-55 Hz, 1,5 mm dvoj. amplituda

Vlhkost

Univerzalnf typ: 85% vlhkost nebo. max., typ s tésnénim: 85%
vlhkost nebo. max.

Odolnost

Mechanické: 20 000 000 sepnuti/ min
Elektrické: 500 000 sepnuti/ min

Dielektrickd odolnost

1000 VAC, 50/60 Hz po dobu T minuty mezi terminaly se stejnou
polaritou

1500 VAC, 50/60 Hz po dobu 1 minuty mezi kazdym terminalem
azemi

1500 VAC, 50/60 Hz po dobu T minuty mezi kazdym terminalem
a zemi

Prislusenstvi

MS\'Y Kryt konektoru pro mikrospinace MS
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